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Kalibriergegenstand  / Calibration item Dieser Werkskalibrierschein 

dokumentiert die Rückführung auf 
nationale Normale zur Darstellung 
der Einheiten in Übereinstimmung 
mit dem Internationalen 
Einheitensystem (SI). 
Am Kalibriergegenstand (KG) ist 
eine Klebemarke angebracht, die 
mit der Kalibriernummer dieses 
Werkskalibrierscheines sowie dem 
Kalibriermonat und Jahr  
versehen wurde.  
Für die Einhaltung einer 
angemessenen Frist zur 
Wiederholung der Kalibrierung ist 
der Benutzer verantwortlich.     
                                        

 
 
 
 

GMH 3710  
GTF 101, DIN Kl. B, 
Sonderanfertigung / Special design 
 

Seriennummer / Serial number  
 
 

32405175 
 

 

Hersteller / Manufacturer 
 GHM GROUP - Greisinger  

GHM Messtechnik GmbH 
Hans-Sachs-Straße 26 
93128 Regenstauf 

 
Auftraggeber / Costumer This calibration certificate documents 

the traceability to national standards, 
which realize the units of 
measurements according to the 
International Systems of units (SI). 
The calibration label fixed to the 
calibration item contains number, 
month and year of the calibration. 
The client is responsible for an 
appropriate calibration interval. 

 
 

 
 
 
 

Auftragsnummer / Order number 
 12.05.2017 

 
Datum der Kalibrierung / Date of calibration 
 22.06.2017 

 
Anzahl der Seiten / Number of pages 
 3 

 
Dieser Werkskalibrierschein darf nur vollständig und unverändert weiterverbreitet werden.  
Auszüge oder Änderungen bedürfen der Genehmigung des ausstellenden Kalibrierlaboratoriums. 
Werkskalibrierscheine ohne Unterschrift haben keine Gültigkeit.  
This calibration certificate may not be reproduced other than in full except with the permission of the issuing laboratory. 
Calibration certificates without signature are not valid. 
     
 
Datum Leiter des Kalibrierlabors Sachbearbeiter 
Date Head of calibration laboratory Person responsible 
   
   
   
22. Juni 2017 Stephan Heine Alexandra König-Gerbersdorf 
 
 
 

 
   

GENERAL:
The total measurement errors result, among other things, from the sum of the measurement 
errors of the device and the probe. In order to keep this as low as possible, we offer you 
the following calibrated and optimized measuring systems. Due to their excellent system 
accuracy, these are excellently suited for quality assurance within the scope of ISO9000ff, as 
reference devices in production, service, and maintenance, etc. The system is optimized by 
creating a characteristic curve that is determined separately for each temperature sensor 
and stored in the device (GMH 3750) or by sensor calibration with the aid of zero point and 
slope (GMH 3710). Due to the low measuring current, there is no self-heating of the sensor; 
furthermore, the measurement is thermo-voltage compensated.

GMH 3750 / SET1 
Item No. 602690
Set including device, GTF401 AA, ISO calibration certificate -20 ... 70 °C and case GKK3500

TECHNICAL SPECIFICATIONS:
Optimized measuring 
range: 

-20 .. + 70 °C

Temperature sensor: GTF 401 DIN class AA, Pt100, 4-wire

System accuracy: better than 0.07 °C (in the opt. measuring range)

Calibration points: -20 °C / 0 °C / +70 °C

GMH 3750 / SET2 
Item No. 602691
Set including device, GTF401 AA, ISO calibration certificate 0 ... 250 °C and case GKK3500

TECHNICAL SPECIFICATIONS:
Optimized  
measuring range: 

0 .. + 250 °C

Temperature sensor: GTF 401 DIN class AA, Pt100, 4-wire

System accuracy: better than 0.3 °C (in opt. measuring range)

Calibration points: 0 °C / 100 °C / 250 °C

GMH 3710 / SET1 
Item No. 602687
Set including device, GTF401 AA, ISO calibration certificate -20 ... 70 °C and case GKK3500

TECHNICAL SPECIFICATIONS:
Optimized  
measuring range: 

-20 .. + 70 °C

Temperature sensor: GTF 401 DIN class AA, Pt100, 4-wire

System accuracy: better 0.1 °C (in opt. measuring range)

Calibration points: -20 °C / 0 °C / +70 °C

GMH 3710 / DKD1 
Item No. 602689
Set including device, GTF401 AA, DKD calibration certificate -20 ... 70 °C and case GKK3500

TECHNICAL SPECIFICATIONS:
Optimized  
measuring range: 

-20 .. + 70 °C

Temperature sensor: GTF 401 DIN class AA, Pt100, 4-wire

System accuracy: better 0.1 °C (in opt. measuring range)

Calibration points: -20 °C / 0 °C / +70 °C

SCOPE OF DELIVERY:
Measuring instrument GMH 3750 or GMH 3710, temperature sensor GTF 401 DIN class AA,  
plastic case GKK 3500 and calibration certificate with 3 calibration points

GTF 601 
Item No. 600387
Immersion probe with sheathed element Pt100 -200 .. + 600 °C, DIN class B

GTF 601 DIN class AA 
Item No. 600388
Immersion sensor with sheathed element Pt100
-200 .. + 600 °C, DIN class AA (± 0.1 °C at 0 °C)

V4A sheathed element, bendable, Ø 3 mm, plastic handle, anti-kink screw 
 connection, approx. 1 m 4-pole PVC cable, 4-pole mini DIN connector
Response time T90: Water 0.4 m / s <5 s, air 2 m / s approx. 60 s

GLF 401 Mini 
Item No. 600395
Ambient air sensor without cable, 
-25 .. + 70 °C, DIN class A

V4A pipe Ø 1.6 mm, FL = approx. 40 mm, 4-pole mini DIN connector
Response time T90: Air 2 m / s approx. 25 s

GOF 401 Mini 
Item No. 600396
Surface sensor, ceramic front side
-50 .. + 200 °C, DIN class B

Front side Pt100 ceramic plate 2 x 2.3 mm, V4A tube Ø 2.2 mm,  
approx. 1 m 4-pole PVC cable, 4-pole mini DIN connector
Response time T90: approx. 15 s
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IMPORTANT NOTE:
ACCURACY DIN CLASS AA (1/3 DIN) ONLY IN THE RANGE 0 .. + 150 °C. ACCURACY 1/10 DIN ONLY IN THE RANGE 
0..+100 °C. IF THE TEMPERATURE SENSOR IS USED IN HIGHER MEASURING RANGES, THE ACCURACY IN THE VALIDITY 
RANGE CAN NO LONGER BE GUARANTEED; IN EXTREME CASES THE SENSOR MAY EVEN PERMANENTLY LOSE THE 
ACCURACY CLASS!

CALIBRATED MEASURING SYSTEMS PT 100SUITABLE PT100 MEASURING SENSORS (4-WIRE)
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